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1
HEATER WITH HUMIDIFYING DEVICE

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a heater, and more par-
ticularly to a heater with a humidifying device.

2. Description of the Prior Art

A heater becomes an essential appliance. The existing
heater only has a single function, providing warm air. But,
because the current environmental pollution is getting
worse, people pay more attention to health. Humidity has a
very close relationship with people’s lives. When the humid-
ity is too little, people’s skin is dry, rough, and aging.
Sometimes, the lips are also dry or the throat is itching, etc.
Therefore, a heater having a humidifying function has been
developed, as disclosed in Chinese Utility Model Reg. No.
200620085317.0 titled “HEATER HAVING HUMIDIFY-
ING DEVICE”. The heater has a water container. The water
container is provided with an electric heating tube therein.
The side of the water container is provided with a tempera-
ture control box. The electric heating tube is connected with
a power source plug through a circuit. The top of the water
container has an opening to output humidity. Although the
structure of this kind of heaters is simple, its effect is not
perfect. Accordingly, the inventor of the present invention
has devoted himself based on his many years of practical
experiences to solve this problem.

SUMMARY OF THE INVENTION

The primary objective of the present invention is to
provide a heater with a humidifying device to overcome the
shortcomings of the prior art. Through a cotton rod, water is
sent to an atomization plate to directly generate atomized
particles. The design and structure of the present invention
are simple. The heater is combined with the air purifying
device, the humidifying device and the heating device to
provide multiple functions. The air outlet is to exhaust warm
wind, humidified air and purified air, so the user can feel
fresh but not dry warm wind.

In order to achieve the aforesaid objective, the heater of
the present invention comprises a casing, a heating device,
an air purifying device, a humidifying device, and a touch
control panel. The casing has an accommodation room
therein. The casing has an air inlet and an air outlet thereon.
An air inlet passage, a heating passage, a purifying passage,
and air outlet passage are formed in sequence between the
air inlet and the air outlet. The heating device is mounted in
the accommodation room of the casing. The heating device
comprises an exhaust fan and a heating member. The
exhaust fan is disposed in the air inlet passage. The exhaust
fan has an air suction opening facing the air inlet passage of
the casing. The heating member is disposed in the heating
passage corresponding to the air supply opening of the
exhaust fan. The air purifying device is installed in the
puritying passage to purify air flowing through the puritying
passage. The humidifying device comprises a water con-
tainer, a cotton rod, a fixing knob, an atomization plate, a
hollow pipe, and a fog output box. The water container has
a water inlet. The cotton rod is inserted into the water
container from the water inlet to suck water in the water
container and send the water to the atomization plate. The
fixing knob is rotatably connected to the water inlet of the
water container to fix an upper end of the cotton rod. The
atomization plate is disposed on top of the fixing knob and
in contact with the cotton rod. The atomization plate gen-
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2

erates atomized particles to be sent to the hollow pipe. One
end of the hollow pipe is connected to the fixing knob
through a connector. Another end of the hollow pipe is
connected to the fog output box. The atomized particles
generated by the atomization plate passes through the hol-
low pipe to be exhausted through the fog output box. The
water container, the cotton rod, the fixing knob, and the
atomization plate of the humidifying device are installed in
the accommodation room of the casing. The fog output box
of the humidifying device is installed at a front side of the
casing and corresponds in position to the air outlet. The
touch control panel is installed to the casing. The touch
control panel is electrically connected with the heating
device, the air purifying device, and the humidifying device,
respectively.

Compared to the prior art, the present invention has
obvious advantages and effects. The atomization plate is
connected with the water inlet of the water container to form
an integral one. The water is delivered to the atomization
plate through the cotton rod to generate atomized particles.
The design and structure of the present invention are simple
for easy assembly and production. Besides, the heater is
combined with the air purifying device, the humidifying
device and the heating device to provide multiple functions.
The air outlet is to exhaust warm wind, humidified air and
purified air, so the user can feel fresh but not dry warm wind.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view showing the humidifying
device according to a preferred embodiment of the present
invention;

FIG. 2 is an exploded view showing the humidifying
device according to the preferred embodiment of the present
invention;

FIG. 3 is a perspective view showing the heater according
to the preferred embodiment of the present invention;

FIG. 4 is a first exploded view showing the heater
according to the preferred embodiment of the present inven-
tion;

FIG. 5 is a second exploded view showing the heater
according to the preferred embodiment of the present inven-
tion;

FIG. 6 is a schematic view showing the interior passages
of the heater according to the preferred embodiment of the
present invention;

FIG. 7 is a perspective view showing the heating device
according to the preferred embodiment of the present inven-
tion; and

FIG. 8 is a schematic view showing the wind direction of
the heating device according to the preferred embodiment of
the present invention.

DETAILED DESCRIPTION OF THE
PREFERRED EMBODIMENTS

Embodiments of the present invention will now be
described, by way of example only, with reference to the
accompanying drawings.

FIG. 1 and FIG. 2 show a humidifying device 10 accord-
ing to a preferred embodiment of the present invention. The
humidifying device 10 comprises a water container retainer
101, a water container 11, a cotton rod 12, a waterproof ring
13, a fixing knob 14, a seal gasket 15, an atomization plate
16, a connector 17, a hollow pipe 18, and a fog output box
19.
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The water container retainer 101 is adapted to drain water
and to retain the water container 11. The water container 11
supplies water to the cotton rod 12. The water container 11
supplies water to the cotton rod 12. The water container 11
has a water inlet 111. The cotton rod 12 is inserted into the
water container 11 from the water inlet 111 to suck the water
in the water container 11 and send the water to the atomi-
zation plate 16. The fixing knob 14 is rotatably connected to
the water inlet 111 of the water container 11 to fix the upper
end of the cotton rod 12. The waterproof ring 13 is disposed
between the fixing knob 14 and the water inlet 111 of the
water container 11 to prevent the water container 11 from
leaking, providing a sealing function. The atomization plate
16 is disposed on top of the fixing knob 14 and in contact
with the cotton rod 12. The atomization plate 16 vibrates to
generate atomized particles to be sent to the hollow pipe 18.
The seal gasket 15 is disposed between the atomization plate
16 and the fixing knob 14 to prevent leakage after the
atomization plate 16 vibrates, providing a sealing and elastic
function. One end of the hollow pipe 18 is connected to the
fixing knob 14 through the connector 17. The connector 17
is to tighten the atomization plate 16 to prevent it from
loosening. Another end of the hollow pipe 18 is connected
to the fog output box 19. The atomized particles generated
by the atomization plate 16 are sent to the fog output box 19
through the hollow pipe 18 to exhaust humidity.

In the present invention, the atomization plate 16 of the
humidifying device 10 is connected with the water inlet 111
of the water container 11 to form an integral one for easy
installation. The hollow pipe 18 of the humidifying device
10 can be a soft pipe or a hard pipe for delivering the
atomized water to the fog output box 19. The connector 17
between the hollow pipe 18 and the fixing knob 14 can be
a fixed connector or a snap-in connector to achieve a quick
installation. Furthermore, the fixing knob 14 is provided
with a water detection switch. When the water level of the
water container 11 is lower than the pre-set value to cause
that the cotton rod 12 lacks water, the water detection switch
will automatically cut off the power source of the atomiza-
tion plate 16 to achieve smart monitor and control of the
water level.

The humidifying device 10 of the present invention is
assembled as the following process. The cotton rod 12 is
connected with the water container 11. The atomization plate
16 is secured to on the fixing knob 14. The fixing knob 14
is further connected with the cotton rod 12. The fog output
box 19 is connected with the hollow pipe 18.

As shown in FIG. 3 to FIG. 8, a heater 1 is provided with
the humidifying device 10. The humidifying device 10 is
disposed in the heater 1 for exhausting warm but not dry air.
The heater 1 comprises a casing 20, a heating device 30, an
air purifying device 40, the humidifying device 10, and a
touch control panel 50.

The casing 20 has an accommodation room 21 therein.
The casing 20 has an air inlet 22 and an air outlet 23 thereon.
The air inlet 22 is disposed at a rear side of the casing 20.
The air outlet 23 is disposed at a front side of the casing 20.
An air inlet passage 24, a heating passage 25, a purifying
passage 26, and air outlet passage 27 are formed in sequence
between the air inlet 22 and the air outlet 23. The heating
device 30 is mounted in the accommodation room 21 of the
casing 20. The heating device 30 comprises an exhaust fan
31 and a heating member 32. The exhaust fan 31 is disposed
in the air inlet passage 24. The exhaust fan 31 has an air
suction opening facing the air inlet passage 24 of the casing
20. The heating member 32 is disposed in the heating
passage 25 corresponding to the air supply opening of the
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exhaust fan 31. The air purifying device 40 is installed in the
puritying passage 26 to purify the air flowing through the
puritying passage 26. The water container 11, the cotton rod
12, the fixing knob 14, the atomization plate 16 of the
humidifying device 10 are installed in the accommodation
room 21 of the casing 20. The fog output box 19 of the
humidifying device 10 is installed at the front side of the
casing 20 and corresponds in position to the air outlet 23.
The touch control panel 50 is installed at the front side of the
casing 20. The touch control panel 50 is electrically con-
nected with the heating device 30, the air purifying device
40, and the humidifying device 10 respectively for showing
the temperature, humidity and light alarm.

Specifically, as shown in FIG. 3 and FIG. 5, the casing 20
is composed of an inner casing 28 and an outer casing 29.
The inner casing 28 is made of a metallic material. The outer
casing 29 is made of wood. The outer casing 29 has an
opening 291 at the back thereof. The inner casing 28 is
placed into the outer casing 29 from the opening 291. After
the inner casing 28 is placed into the outer casing 29, a back
plate 292 is provided to seal the opening 291. The lower
section of the back plate 292 is provided with a dual-layer
dustproof filter 293 to block large particles of dust. The left
board of the outer casing 29 has a hole 294 for the humidi-
fying device 10 to be installed in the heater 1. After the
humidifying device 10 is installed, a decoration board 295 is
provided to cover the hole 294 to beautify the appearance of
the heater 1. The front of the outer casing 29 is formed with
an installation hole 296 and an air vent 297. The installation
hole 296 is for the touch control panel 50 to be installed
therein, such that the user can operate the heater 1 at the
front of the heater 1 and the data displayed by the touch
control panel 50 can be read easily.

The inner casing 28 is composed of a left board 281, a
right board 282, a top board 283, a bottom board 284, a rear
board 285, and a front board 286. The bottom board 284 is
provided with rollers 287 for moving conveniently. The rear
board 285 is formed with meshes 288 to input air smoothly
and to block big particles of dust. The upper section of the
front board 286 is also formed with meshes 288 to output air
smoothly and to separate the exterior from the interior
passages of the heater 1 at the air outlet 23. This prevents the
user’s fingers from reaching into the exterior of the heater 1
to ensure the safety of use and keeps a beautiful appearance.

As shown in FIG. 6, the air purifying device 40 is a
negative ion generator, a positive ion generator, a positive
and negative ion generator, or an ozone generator. Because
the air purifying device 40 is directly disposed in the
puritying passage 26, the wind from the heating device 30
flows through the purifying passage 26 to be purified by the
air purifying device 40 to generate negative ions, positive
ions, positive and negative ions, or ozone so as to send fresh
warm wind out. Furthermore, the air outlet 23 is adapted to
exhaust hot wind and purified fresh air. The fog output box
19 of the humidifying device 10 is disposed at the lower end
of the air outlet 23. The wind direction of the fog outlet of
the fog output box 19 is perpendicular to the wind direction
of the air outlet 23 for the humidified and atomized air to be
exhausted along with the air of the air outlet 23 to get fresh
warm but not dry wind. The air inlet 22 is disposed at the
lower section of the rear side of the casing 20. The air inlet
passage 24 and the heating passage 25 are disposed at the
lower section of the heater 1 in a level direction. The
puritying passage 26 is vertically disposed at the front side
of the heater 1. The wind direction of the air outlet 23 is
parallel to the air inlet 22. A curved wind guide plate 271 is
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provided at the turning position of the air outlet passage 27
for the air to be blown out smoothly.

In this embodiment, the heating device 30 is provided
with a thermo switch 33 for overheating protection. The
heating member 32 is a quartz tube heater, a heating coil, or
a PTC (positive temperature coefficient) heater. The air
suction opening and the air supply opening of the exhaust
fan 31 are perpendicular to each other, corresponding to the
air inlet passage 24 and the heating passage 25 which are
perpendicular to each other. The air suction opening of the
exhaust fan 31 faces the air inlet passage 24, and the air
supply opening faces the heating passage 25. The exhaust
fan 31 is connected between two passages to ensure a strong
wind to be blown out.

As shown in FIG. 7 and FIG. 8, the heating device 30 is
provided with a thermo switch 33 for overheating protec-
tion. The heating member 32 is a quartz tube heater, a
heating coil, or a PTC (positive temperature coefficient)
heater. The lower end of the heating passage 25 is level, and
the upper end of the heating passage 25 is enlarged. The
heating passage 25 has a level wind guide passage at the
inner side of the bottom board 284 and an oblique wind
guide passage at the inner side of the top board 283, such
that the wind from the exhaust fan 31 can be evenly
exhausted along the entire heating passage 25. In addition,
the enlarged opening of the heating passage 25 communi-
cates with the purifying passage 26 better to ensure a strong
wind to be blown out.

The work principle of the heater 1 is described hereinafter.
When the heating device 30 is started, the exhaust fan 31
will inhale the air from the air inlet 22 at the back of the
heater 1 and the air inlet passage 24 to enter the exhaust fan
31. Before entering the exhaust fan 31, the outer casing 29
of the heater 1 is provided with multiple filters to filter dust,
preventing big particles of dust from damaging the exhaust
fan 31. The air supply opening of the exhaust fan 31 is
directly connected with the heating passage 25. The heating
member 32 in the heating passage 25 heats the air to
generate warm wind. The warm wind flows to the purifying
passage 26. The air purifying device 40 is disposed in the
puritying passage 26 to generate negative ions, positive ions,
positive and negative ions, or ozone for the warm wind to be
more fresh. The fresh warm wind is guided by the wind
guide plate 271 of the air outlet passage 27 and exhausted
from the air outlet 23 at the front of the heater 1. The
humidifying device 10 can be synchronously started when
the heater 1 is started, alternatively, it can be manually
started according to the demand of the user. After the
humidifying device 10 is started, the atomization plate 16
vibrates to atomize the water in the water container 11. The
atomized particles are delivered to the fog output box 19
through the hollow pipe 18. The fog outlet of the fog output
box 19 corresponds to the air outlet 23, so that the air outlet
23 is to exhaust the warm wind, humidified air and purified
air.

The touch control panel 50 makes the operation of the
electric fireplace 1 more convenient. Through the touch
control panel 50, the user can turn on/off the heater 1 and
starts the heating device 30, the air purifying device 40, and
the humidifying device 10 by way of various election
modes. Besides, the detection data of the detection switch of
each device can be shown on the panel. For example, when
the water level of the water container 11 is too low, the water
detection switch will automatically cut off the power source
of the atomization plate 16. The signal output end of the
water detection switch is connected with the signal input end
of'the touch control panel. The panel will show a light alarm.
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The feature of the present invention is that the atomization
plate 16 is connected with the water inlet 111 of the water
container 11 to form an integral one. The water is delivered
to the atomization plate 16 through the cotton rod 12 to
generate atomized particles. The design and structure of the
present invention are simple for easy assembly and produc-
tion. Besides, the heater 1 is combined with the air purifying
device 40, the humidifying device 10 and the heating device
30 to provide multiple functions. The air outlet 23 is to
exhaust warm wind, humidified air and purified air, so the
user can feel fresh but not dry warm wind.

Although particular embodiments of the present invention
have been described in detail for purposes of illustration,
various modifications and enhancements may be made with-
out departing from the spirit and scope of the present
invention. Accordingly, the present invention is not to be
limited except as by the appended claims.

What is claimed is:

1. A heater with a humidifying device, the heater com-
prising:

a casing, the casing having an accommodation room
therein, the casing having an air inlet, an air outlet
thereon, an air inlet passage, a heating passage, a
puritying passage, and air outlet passage;

the air inlet passage, the heating passage, the purifying
passage, and the air outlet passage being formed in
sequence between the air inlet and the air outlet;

wherein the heating passage is shaped as a trapezoid with
a lower end of thereof being level and the upper end
thereof being enlarged such that the heating passage
serves as a level air guide passage above an inner side
of a bottom board, but as a oblique air guide passage
under another inner side of a top board, with the bottom
board and top board parallel to each other,

the purifying passage is disposed in front of both a
humidifying device and a heating passage, and dis-
posed at a front of the heater perpendicularly to the
bottom board (284);

the air inlet passage and the heating passage are disposed
at a lower section of the heater in a level direction; and

a heating device, the heating device being mounted in the
accommodation room of the casing, the heating device
comprising an exhaust fan and a heating member, the
exhaust fan being disposed in the air inlet passage, the
exhaust fan having an air suction opening facing the air
inlet, the heating member being disposed in the heating
passage corresponding to an air supply opening of the
exhaust fan;

an air purifying device, the air purifying device being
installed in the purifying passage to purify air flowing
through the purifying passage;

the humidifying device comprising a water container, a
cotton rod, a fixing knob, an atomization plate, a hollow
pipe, and a fog output box;

the water container having a water inlet;

the cotton rod being inserted into the water container from
the water inlet to suck water in the water container and
send the water to the atomization plate;

the fixing knob being rotatably connected to the water
inlet of the water container to fix an upper end of the
cotton rod;

the atomization plate being disposed on top of the fixing
knob and in contact with the cotton rod, the atomization
plate generating atomized particles to be sent to the
hollow pipe;

one end of the hollow pipe being connected to the fixing
knob through a connector, another end of the hollow
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pipe being connected to the fog output box, the atom-
ized particles generated by the atomization plate pass-
ing through the hollow pipe to be exhausted through the
fog output box, the water container, the cotton rod, the
fixing knob, and the atomization plate of the humidi-
fying device being installed in the accommodation
room of the casing,

the fog output box of the humidifying device being

installed at a front side of the casing and corresponds in
position to the air outlet, wherein an air flow from a fog
outlet of the fog output box is perpendicular to another
air flow from the air outlet (23); and

a touch control panel, the touch control panel being

installed to the casing, the touch control panel being
electrically connected with the heating device, the air
puritying device, and the humidifying device, respec-
tively.

2. The heater with a humidifying device as claimed in
claim 1, wherein a waterproof ring is provided between the
fixing knob and the water inlet of the water container, and a
seal gasket is provided between the atomization plate and
the fixing knob.

3. The heater with a humidifying device as claimed in
claim 1, wherein the hollow pipe is one of a soft pipe and a
hard pipe.

4. The heater with a humidifying device as claimed in
claim 1, wherein the fixing knob is provided with a water
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detection switch, when the water level of the water container
is lower than a pre-set value to result in that the cotton rod
lacks water, the water detection switch automatically cuts off
a power source of the atomization plate.

5. The heater with a humidifying device as claimed in
claim 1, wherein the connector between the hollow pipe and
the fixing knob is one of a fixed connector and a snap-in
connector.

6. The heater with a humidifying device as claimed in
claim 1, wherein the casing is composed of an inner casing
and an outer casing, the inner casing is made of a metallic
material, the outer casing is made of wood, the outer casing
has an opening at a back thereof, and the inner casing is
placed into the outer casing from the opening.

7. The heater with a humidifying device as claimed in
claim 1, wherein the heating device is provided with a
thermo switch for overheating protection.

8. The heater with a humidifying device as claimed in
claim 1, wherein the heating member is one of a quartz tube
heater, a heating coil, and a PTC (positive temperature
coeflicient) heater.

9. The heater with a humidifying device as claimed in
claim 1, wherein the air puritying device is one of a negative
ion generator, a positive ion generator, a positive and nega-
tive ion generator, and an ozone generator.
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